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Amendment No. 001

U.S. DEPARTMENT OF TRANSPORTATION
FEDERAL HIGHWAY ADMINISTRATION
EASTERN FEDERAL LANDS HIGHWAY DIVISION

Amendment No. 001
Delaware Water Gap National Recreation Area
Project PRA-DEWA 14(12)
DTFH71-08-B-00007

The purpose of this Amendment is to:
1) Revise the Special Contract Requirements (J-pages) as follows:
a) Section 552 to revise the steel extrusion material requirements.

2) Revise the Plans to clarify the steel extrusion material requirements.

Special Contract Requirement changes

1. Delete the fourth sentence of Subsection 552.02 (Expansion joint locking rails) of the Special
Contract Requirements, page J-24.

Plan Sheet changes

1. Delete Plan Sheet R10 and substitute revised Plan Sheet R10.
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PHASE 1l REMOVAL AND RECONSTRUCTION
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PHASE | REMOVAL AND RECONSTRUCTION

WORK REQUIRED:

L REMOVE EXISTING EXPANSION JOINT SYSTEM AT PIERS AND REPLACE
WITH NEW PREFABRICATED STRIP SEAL EXPANSION JOINT SYSTEM.

2. REMOVE AND REPLACE FULL-DEPTH CONCRETE DECK ADJACENT TO PIER
EXPANSION JOINTS,

3. REMQVE AND REPLACE PORTIONS OF THE EXISTING CURB AND PARAPET

AT PIER EXPANSION JOINTS.

4. FOR CONSTRUCTION SEQUENCE SEE SHEET *CONSTRUCTION SEQUENCE FOR
EXPANSION JOINT REPAIR".

5. THE CONTRACTOR IS RESPONSIBLE FOR DEVELOPING THE METHOD OF
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THE NEW PREF ABRICATED JOINTS SHALL BE MANUFACTURED AND INSTALLED TO CONFORM TO THE
EXISTING GRADES AND CROSS SLOPES.

THE EXPANSION JOINT SHALL BE CAPABLE OF SEALING THE DECK TO PREVENT MOISTURE AND OTHER
CONTAMINANTS FROM DESCENDING THROUGH THE JOINT.

THE TOP SURFACE OF THE STEEL EXTRUSION SHALL BE INSTALLED FLUSH WITH THE TOP SURFACE
OF THE DECK.

CONTRACTOR TO SURVEY DECK PRIOR TO FABRICATING THE JOINT IN ORDER TO VERIFY THE ORIGINAL
DESIGN GEOMETRY, THE COST OF SURVEYING SHALL BE CONSIDERED INCIDENTAL TO THE COST OF
THE EXPANSION JOINT REPLACEMENT WORK.

H&”%Q‘ax»ﬂq@» SHALL VERIFY ALL PERTINENT FIELD DIMENSIONS BEFORE FABRICATION OF EXPANSION

STRIP SEAL JONT SYSTEM SHALL BE MANUFACTURED BY WATSON BOWMAN ACME CORPORATION, 95
PINEVIEW DRIVE. AMHERST. NY 14228, (TI6) 631-7566; THE D.S. BROWN COMPANY, 300 E. CHERRY STREET,
NORTH BALTIMORE, OH 45872-058, (419) 257-3561; OR AN APPROVED EQUAL.

MATERIAL FOR STEEL EXTRUSIONS SHALL CONFORM TO THE PROPERTIES OF ASTM A36. ALL STEEL OF
THE JOINT SYSTEM SHALL BE GALVANIZED AND ALL SCREWS SHALL BE STAINLESS STEEL ASTM A276,
TYPE 304,

THE ELASTOMERIC MATERIAL SHALL BE 1007 VIRGIN PLYCHLOROPRENE (NEOPRENE). THE STRIP SEAL
SHALL BE AN EXTRUDED NEOPRENE MATERIAL MEETING THE REQUREMENTS OF ASTM D 2628 MODIFIED
TO OMIT THE RECOVERY TEST.

THE ELASTOMERIC MATERIAL SHALL HAVE THE PHYSICAL PROPERTIES SPECIFED IN THE MANUFACTURER'S
SPECIFICATIONS AS DETERMNED BY APPLICABLE ASTM TESTS.

10. INSTALLATION OF THE STRIP SEAL JOINT SYSTENS SHALL BE IN ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS.

Il. THE STRIP SEAL SHALL BE SUPPLIED AND INSTALLED IN ONE CONTINUOUS PIECE AFTER THE STEEL
EXTRUSIONS ARE INSTALLED ACROSS ALL LANES.

12. THE DECK JOINT OPENING INDICATED HAS BEEN COMPUTED BASED ON THE 1992 BROGE REHABILITATION
PLANS. THE ACTUAL OPENING AFTER INSTALLATION MAY BE DIFFERENT BECAUSE OF TEMPERATURE
VARIANCES AND OTHER RELATED STRUCTURE MOVEMENTS SINCE THE REHABILITATION.
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14. SECTIONS OF STEEL EXTRUSIONS SHALL BE WELDED AS PER MANUFACTURER'S RECOMMENDATIONS.

15, DURING REMOVAL OF THE PORTION OF THE EXISTING DECK AND EXPANSION JOINT SYSTEM, THE
CONTRACTOR SHALL EXERCISE CARE SO AS NOT TO CUT INTO OR DAMAGE THE EXISTING REINFORCNG
mhuma“::%u o»..»m REQUIRED TO BE EXPQSED, CLEANED, COATED, AND INCORPORATED INTO THE NEW

16. CONSTRUCT A LONGITUDINAL CONSTRUCTION JOINT IN FULL-DEPTH DECK REPLACEMENT AT BRIDGE
CENTERLINE. FOR LONGITUDINAL CONSTRUCTION JOINT DETAILS, SEE SHEET *CONSTRUCTION
SEOUENCE FOR EXPANSION JOINT REPAIR".

17. WORK SHALL BE PERFORMED IN ACCORDANCE WITH SECTION SOIAND 555 OF THE STANDARD
SPECIFICATIONS.

18. FOR ADDITIONAL PARAPET AND CURB DETAILS AT EXPANSION JOINTS, SEE SHEETS *CURB AND
PARAPET DETALLS - I AND "CURB AND PARAPET DETALS - 2°.
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